é Valve Regulated Lead Acid Battery

& Specifications

Nominal Voltage(V)
12V

Nominal Capacity

20 hour rate (10A to  10.20V) 200Ah
10 hour rate (19A to  10.20V) 190Ah
5 hourrate (34A to  10.20V) 170Ah
1 hour rate (120A to 9.60V) 120Ah

Approx. 58.5kg(128.7Lbs.)

522+3 (20.55+0.12)

Internal Resistance (at 1KHz)

Approx. 3.5 mQ 238+3 (9.37x0.12)

Maximum Discharge Current for 219+3 (8.62x0.12)

5 seconds: 1200A 224+3 (8.82x0.12)

Charging Methods at 25°C(77°F) Description of torque value of hardware for the terminals:

Maximum Charging Current : 60A Recommended torque value M8:12 N-m (122kgf-cm)
Boost Charging Voltage 14.1 to 14.4V Maximum allowable torque value M8:20 N-m (204kgf-cm)

) ] inch
Boost Charge Time 8-9Hr 5 500£3(19.68£0.12) min(mc )
Float Charging Voltage 13.5t0 13.65V . I = >
Coefficient -3.0mV/°C/cell
Operating Temperature Range e sors

O} 0}
Charge 15°C(5F) to  40°C(104F) F18
Discharge -15°C(5°T) to 50°C(122°T) ®
Storage R 5°C(5UF) to 40°C(1 O4°F) , 238+3 9.3710:12 P 522+3(20.55+0.12) >
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Charge Retention (shelf life) at 20°C(68°F') § SN wpizgoen E
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6 month 85% ’

;gé%gv Discharge Time VS. Discharge Current (25°C)
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Design Life & Standard 100 ——"3a [1sA 1A
EUROBAT(20°C) : >12 YEARS VERY LONG LIFE 90 i
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F18 Discharge Time
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Power life
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Effect of Temperature on Capacity 25°C(77°F)
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Storage Time (months)

Discharge Rates in Watts to Various End Voltages at 25°C(77°F)

h End Voltage

15 min 505
30 min 336
60 min 208
120 min 127
180 min 90.4
240 min 73.7
300 min 63.7
600 min 36.9
1200 min 19.6

540 570
350 356
215 217
130 132
92.5 94.0
76.5 7.7
64.5 64.9
37.5 38.0
19.9 20.2

Valve Regulated Lead Acid Battery

Influence of Temperature on
Trickle(Float) Design Life
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Life (years)

20 25 30 35 40 45 50 (°C)
68 77 86 95 104 113 122(°F)

Ambient Temperature

586 590
365 369
219 220
134 134
94.9 95.0
78.0 78.1
65.2 65.3
38.5 38.6
20.4 20.5

Discharge Rates in Amperes to Various End Voltages at 25°C(77°F)

h End Voltage

15 min 268
30 min 175
60 min 106
120 min 60.6
180 min 46.0
240 min 36.4
300 min 31.6
600 min 18.3
1200 min 9.72

290 306
187 193
110 113
63.2 64.9
48.5 50.0
37.9 38.5
33.0 34.0
18.6 19.0
9.90 10.0

322 325
200 202
118 120
66.3 66.5
50.3 50.4
39.0 39.2
34.2 34.3
19.7 20.0
10.2 10.3

All data on the spec. sheet is an average value:
The tolerance range : X<6min(+15%~-15%), 6min=X<10min(+12%-~-
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KUNG LONG BATTERIES INDUSTRIAL CO., LTD.
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Head Quarter Service
USA Customer Service TEL: +1-949-328-7936
Vietnam Customer Service TEL: +84-272-3779666

12%),10min =X < 60min(+8% ~-

8%), X=60min(+5%~-5%)
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